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WDPNH75T6-400/SW-DALI
DESCRIPTION
*High Power Factor PF>0.9 = W e - ‘7773:;; S =

*Power Selection & CCT ﬁ
*Over Voltage Protection —

*Short Circuit Protection

*DALI Dimming
S2#/Electronic
£S¥/Parameter 1B8/Conditions Min Nom Max Unit
BNBETE 180 265 Vac
Input Voltage Range
) SR
ENGEN R 50/60 Ly
Input Frequency
IR
Output Power(Pout) > W
A 323
BN . 25°C,Nominal Input@220Vac 416 mA
Input Current(lin)
HERE
Output Voltage(Vout) 120 190 200 v
HHEE R Output Current(lout) 320/350/370/400 mA
& /Efficiency Full Load 94 %
[EENFERT
ms
Start-up Delay
EE Full Load 0.9
Power Factor
RS E/THD Full Load 15 %
¥¢7=/Dimming method Dali DT6
AY¢SEEl/Dimming range 3 100 %
iR/ CCT RNFFRYiR th
. ree gears
Toggle Switch
. \j, =
{#$F/Protection TR . EFHE/Auto recovery
Over-voltage Protection
FE{%P . 240 \Y
Open-circuit Protection
SRR .
Short-circuit Protection BEIkE/Auto recovery
N=|
LAFRE : -20 +50 °C
External Operating Temperature
Al
ﬁ%ﬁumg -40 +75 °C
Storage Temperature Range
TIREE
. - 10 90 %RH
Operating Humidity Range °
RIS @HER7E  Output Current 1 2 ‘_W
Output Current Setting 320mA OFF  OFF t
350mA ON OFF
370mA OFF ON m
400mA ON v
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FERR~Dimensions (mm)
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